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Additional static resistance
Size (ton) CFM Wet indoor coil Economizer1

1. The pressure drop through the economizer is greater for 100% outdoor air than 
for 100% return air. If the resistance of the return air duct is less than 0.25 IWG, 
the unit delivers less CFM during full economizer operation. 

Note: Filter pressure drop is based on standard filter media tested at velocities not 
to exceed 300 ft/min.

Filter/frame kit

024 (2.0)

500 0.01 0.00 0.01
600 0.01 0.00 0.02
700 0.01 0.00 0.04
800 0.02 0.01 0.06
900 0.03 0.01 0.08
1000 0.04 0.01 0.10
1100 0.05 0.01 0.13
1200 0.06 0.02 0.16

030 (2.5)

700 0.01 0.00 0.04
800 0.02 0.01 0.06
900 0.03 0.01 0.08
1000 0.04 0.01 0.10
1100 0.05 0.01 0.13
1200 0.06 0.02 0.16
1300 0.07 0.03 0.17

036 (3.0)

700 0.01 0.00 0.04
800 0.02 0.01 0.06
900 0.03 0.01 0.08
1000 0.04 0.01 0.10
1100 0.05 0.01 0.13
1200 0.06 0.02 0.16
1300 0.07 0.03 0.17
1400 0.08 0.04 0.18

042 (3.5)

1100 0.02 0.02 0.04
1200 0.03 0.02 0.04
1300 0.04 0.02 0.05
1400 0.05 0.03 0.05
1500 0.06 0.04 0.06
1600 0.07 0.04 0.07
1700 0.07 0.04 0.08
1800 0.08 0.04 0.09
1900 0.09 0.05 0.10
2000 0.09 0.05 0.11

048 (4.0)

1100 0.02 0.02 0.04
1200 0.03 0.02 0.04
1300 0.04 0.02 0.05
1400 0.05 0.03 0.05
1500 0.06 0.04 0.06
1600 0.07 0.04 0.07
1700 0.07 0.04 0.08
1800 0.08 0.04 0.09
1900 0.09 0.05 0.10
2000 0.09 0.05 0.11

060 (5.0)

1100 0.02 0.02 0.04
1200 0.03 0.02 0.04
1300 0.04 0.02 0.05
1400 0.05 0.03 0.05
1500 0.06 0.04 0.06
1600 0.07 0.04 0.07
1700 0.07 0.04 0.08
1800 0.08 0.04 0.09
1900 0.09 0.05 0.10
2000 0.09 0.05 0.11

Bottom duct dimensions (in.)

Model A (in.) B (in.) C (in.) D (in.) E (in.) F (in.)
24, 30 10 21.5 5 4.5 47.5 32

36, 42, 48, 60 14 13.5 5 3.5 47.5 42

Rear duct dimensions (in.)

Model A (in.) B (in.)
24, 30 9.6 22

36, 42, 48, 60 13.6 14
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Unit typical duct applications

ROOF CURB

INSTALLATION

REAR DUCT

ROOF CURB
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SLAB ON

GROUND

INSTALLATION

A0324-001

Unit typical slab on ground installation

A0390-002
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Unit typical roof curb installation
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A0389-002
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